Estimator Tool


The best way to start planning the installation of your loop extender is to download the Bandwidth Estimator Tool located at www.widearea.us/support/tools



 HYPERLINK "http://www.widearea.us/support/tools"
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 HYPERLINK "http://www.widearea.us/support/tools"
 




[image: image1.png]ER

5
HEHEEBEBEHBEHEBEEEE

1

WireGage  ActualLength(Ft)

0

= 0

= 0

WIDEAREA

[=]e =
Attenuation
o 0 Extenders too dose to COhere
0 0 Extenders too dose to COhere
0 0 Extenders too dose to COhere
0 0 Extenders too dose to COhere
0 0 Extenders too dose to COhere
0 0 Extenders too dose to COhere
0 0 Extenders too dose to COhere
0 0 Extenders too dose to COhere
0 0 Extenders too dose to COhere
0 0 Extenders too dose to COhere
0 0 Extenders too dose to COhere
0 0 Extenders too dose to COhere
0 0 Extenders too dose to COhere
0 0 Extenders too dose to COhere

e | et

AERBOD: 0bps






The estimator tool was designed with pedestal placement in mind, rather than trying to give an exact location for placement of the loop extender it is possible to enter both wire gauge and length between each pedestal en route to the customer premise. The tool will then give you which pedestals are suitable for placement of the extender. If you simply wish to estimate bandwidth you may enter the total loop length with disregard for pedestal locations.


For example, lets say that I have a total loop length of 20,000ft. and that I have pedestals every 4,000ft.
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This tells me that I may deploy the loop extender at either the 12,000ft. pedestal or the 16,000ft. pedestal and also provides the estimated bandwidth for this loop makeup. Additional functionality includes a unit selector for use with Metric and an update check feature to notify you of any future releases of the tool.

